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TWIN APPLICATION

A++

FLUX DE AER 360°, COLTURI ROTUNJITE

600x600 and 900x900

CCD UNITATE TIP CASETA MONOSPLIT & 
MULTISPLIT (NUMAI CAPACITATILE 9, 12 & 18)

yy Compresor DC Inverter 
yy Functia «I feel» cu un control precis al temperaturii
yy Disponibila in alimentare trifazata incepand cu 10 kW
yy Control centralizat pana la 64 unitati (optional)
yy Capacitatile 9, 12 si 18000 btu sunt compatibile cu unitate externa 

multisplit
yy Pompa condens incorporata

OPTIUNI
Accesorii Cod produs Poza Functie

Telecomanda infrarosu 
RC08C 7ACEL1704 Programator, mod economic, optiune "Follow me",

miscare flapsuri, mod tehnician, mod doar incalzire

Telecomanda cu fir RCW6 7ACEL1706 Mod, viteza ventilator, programator, temperatura,
programator saptamanal si miscare flapsuri

Control centralizat RCW16 7ACEL1707
Controleaza pana la 64 unitati interne, cu verificare stare 
pe fiecare unitate interioara, ON - OFF cu contact extern, 
cu memorare ultimele setari, protocol Modbus

BMS gateway BMS 7ACEL1708  Pot fi conectate maxim 1024 unitati (16 gateway)

+ PRODUSE
•	 Flux de aer 360°
•	 Functie auto pentru flapsuri
•	 Posibilitate utilizare in apl. Twin
•	 Aport aer proaspat (pentru 

capacitatile 24 - 48000 btu)
•	 Pompa condens incorporata

RCW8
(optional)

RCW6
(optional)

RC08C 
inclusa

CARACTERISTICI

TEHNOLOGIE:

COMBINATII 
FLEXIBILE

FLEXY
MATCH

COMPRESOR DC 
INVERTER

AGENT 
FRIGORIFIC 

R410A

VALVA 
ELECTRONICA DE 

EXPANSIUNE

FLUX DE AER 360°

FUNCTIE 
REDUNDANTA

CALITATEA AERULUI:

FILTRU AER APORT AER 
PROASPAT 

(24-48)

FUNCTII PENTRU UTILIZATOR:

FUNCTIA              
«I FEEL»

MODUL    
«SLEEP»

PROGRAMATOR 
POWER ON/OF

24 H
RESTART

AUTO RESTART 
(FUNCTIE 

MEMORARE)

BLOCARE 
FUNCTII 

TELECOMANDA

FUNCTII PENTRU INSTALATOR:

DISPLAY DIGITAL AUTO-
DIAGNOSTICARE

POMPA 
CONDENS 

INCORPORATA

TRANSMITERE 
ERORI LA 
DISTANTA

AFISARE STATUS 
ON/OFF PE 

TELECOMANDA

UNIT
ON

COMANDA 
EXTERNA ON 

- OFF

COMPATIBL BMS

BMS

CCD 009-012-018

CCD 024-036-048

UPGRADE
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Numai in config.
multi splitCCD DATE TECHNICE

Unitati interne AWSI-
CCD009X-N11

AWSI-
CCD012-N11

AWSI-
CCD018-N11

AWSI-
CCD024-N11

AWSI-
CCD036-N11

AWSI-
CCD036-N11

AWSI-
CCD048-N11

Unitati externe - AWAU-
YMD012-H11

AWAU-
YMD018-H11

AWAU-
YMD024-H11

AWAU-
YMD036-H11

AWAU-
YMD036-H13

AWAU-
YMD048-H13

Alimentare Electrica monofazata monofazata monofazata monofazata monofazata trifazata trifazata

RACIRE
Capacitate nominala (min / max) kW 2.6 (0.8-3.3) 3.5 (0.8-4.1) 5.1 (0.8-6.1) 6.8 (1.2-8.2) 10.5 (2.9-12.0) 10.5 (2.9-12.0) 14.0 (4.0-16.1)
Capacitate nominala kW 3.5 5.1 6.8 10.5 10.5 14.0
Putere consumata kW 0.9 1.579 2.105 4.008 4.008 5.344
SEER / Clasa energetica 6.8/A++ 6.3/A++ 6.1/A++ 6.1/A++ 6.1/A++ 5.6/A+
Domeniu de functionare °C -15°/50° Dry bulb   

INCALZIRE
Capacitate nominala (min / max) kW 2.9 (0.85-3.7) 4.1 (0.5-4.4) 5.6 (0.9-7.0) 7.6 (1.2-8.6) 11.2 (2.6-13.2) 11.2 (2.6-13.2) 15.5 (4.2-17.6)
Capacitate nominala (clim temperat) kW 3.5 4.8 5.8 9.8 10.0 11.5
Capacitate nominala (clim cald) kW 3.6 5 5.8 10.5 10.5 11.6
Putere consumata kW 0.995 1.509 2.049 3.216 3.216 4.532
SCOP / Clasa energetica (clim temperat) 4.0/A+ 4.0/A+ 4.0/A+ 4.0/A+ 4.0/A+ 4.0/A+
SCOP / Clasa energetica (clim cald) 5.1/A+++ 5.1/A+++ 5.1/A+++ 5.1/A+++ 5.1/A+++ 5.1/A+++
Domeniu de functionare °C -15°/24° Dry bulb

UNITATE INTERNA
Nivel zgomot (SPL) la 1 m (LS/MS/HS) dB(A) 32/36/39 34/38/42 36/40/44 42/44/47 48/51/54 48/51/54 46/49/52
Nivel de zgomot (PWL) dB(A) 53 55 60 62 63 63 64
Debit aer (LS/MS/HS) m³/h 450/500/580 450/530/650 490/550/660 1300/1500/1700 1400/1600/1850 1400/1600/1850 1600/1800/2200
Dezumidificare l/h 1.2 1.5 2 2.5 3.8 3.8 4.5
Dimensiuni nete (WxHxD) mm 570x270x570 570x270x570 570x270x570 840x245x840 840x245x840 840x245x840 840x287x840
Dimensiuni brute (WxHxD) mm 655x290x655 655x290x655 655x290x655 900x257x900 900x257x900 900x257x900 900x292x900
Greutate neta / Greutate bruta kg 14.5/17.3 18.6/19 16.5/19 24/28 26.4/30.4 26.4/30.4 28/32.1
Cod produs 7SP042259X 7SP042260 7SP042248 7SP042249 7SP042250 7SP042250 7SP042251

PANEL 
Dimensiuni nete (WxHxD) mm 647x50x647 647x50x647 647x50x647 950x55x950 950x55x950 950x55x950 950x55x950
Dimensiuni brute (WxHxD) mm 715x123x715 715x123x715 715x123x715 1035x90x1035 1035x90x1035 1035x90x1035 1035x90x1035
Greutate neta / Greutate bruta kg 2.5/4.5 2.5/4.5 2.5/4.5 5/8 5/8 5/8 5/8
Cod panel 7ACVF0566 7ACVF0566 7ACVF0566 7ACVF0564 7ACVF0564 7ACVF0564 7ACVF0564

UNITATE EXTERNA
Nivel zgomot (SPL) la 1 m dB(A) 56 54 60 61 61 63
Nivel de zgomot (PWL) dB(A) 63 65 65 67 68 72
Debit aer m³/h 2000 2100 2700 4300 4300 6800
Compresor Rotary DCI  Rotary DCI Twin Rotary DCI  Twin Rotary DCI   Twin Rotary DCI   Twin Rotary DCI  
Dimensiuni nete (WxHxD) mm 800x554x333 800x554x333 845x363x702 946x410x810 946x410x810 952x415x1333
Dimensiuni brute (WxHxD) mm 920x615x390 920x615x390 965x396x765 1090x500x865 1090x500x865 1095x500x1470
Greutate neta / Greutate bruta kg 29.9/32.6 35.5/38.4 49/51.5 67.2/72.9 78.9/83.9 108.1/121.2
Cod produs 7SP062970 7SP062892 7SP062893 7SP062895 7SP062896 7SP062899

ALIMENTARE ELECTRICA  
Faze/Tensiune/Frecventa 1P/230V/50Hz 1P/230V/50Hz 1P/230V/50Hz 1P/230V/50Hz 1P/230V/50Hz 3P/400V/50Hz 3P/400V/50Hz
Sursa alimentare electrica Unit. Ext. Unit. Int. & Ext. Unit. Int. & Ext.  Unit. Int. & Ext. Unit. Int. & Ext. Unit. Int. & Ext.
Sectiune cablu alimentare mm² 3x1.5 3x1.0+3x2.5 3x1.0+3x2.5 3x1.0+3x4.0 3x1.0+5x2.5 3x1.0+5x2.5
Amperaj maxim pe siguranta A 16 10+16 10+25 10+30 10+20 10+25
Conexiuni electrice mm² 4x1.0 4x1.0 2x0.5 2x0.5 2x0.5 2x0.5 2x0.5

TRASEU FRIGORIFIC
Diametru teava gaz inches 3/8” 3/8” 1/2” 5/8” 5/8” 5/8” 5/8”
Diametru teava lichid inches 1/4” 1/4” 1/4” 3/8” 3/8” 3/8” 3/8”
Lungime maxima m 25 30 50 65 65 65
Inaltime maxima m 10 20 25 30 30 30

Agent frigorific / GWP R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088

Incarcare cu Freon (5 m) kg 1.05 1.78 1.95 3.2 3.2 4

Cantitate suplimentara freon g/m 15 15 30 30 30 30

COMBINATII
Unitate interioara Compatibila cu unitate exterioara

Caseta Monosplit Multisplit

CCD 9X & CBD 18X YCZ

CCD 12 YMD YCZ

COMBINATIONS
Unitate interioara Compatibila cu unit. ext.

Caseta Monosplit

CCD 18-24-36 YMD 18-24-36

CCD 48 YMD 48

All sizes except CCD048
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